Points  of  Superiority  of 

NewmancO 

Storefronts  De  Luxe 


(I  \  Made  through  and  through  of  solid  cast, 
'  #  drawn  or  extruded  metal  —  NOT  sheet  or 
kalamein  construction.  Fabricated  of  genuine 
bronze,  aluminum,  nickel  or  Monel,  and  therefore 
guaranteed  to  last  forever,  with  the  positive  mini¬ 
mum  of  upkeep  expense.  No  refinishing  costs,  and 
no  replacements. 

mA  style  for  every  front,  and  readily  adaptable 
to  any  layout,  with  standardized  designs  suf¬ 
ficiently  flexible  to  give  an  almost  unlimited  range. 
We  are  not  confined  to  the  designs  shown  on  suc¬ 
ceeding  pages. 

/  O  \  Extra  heavy  solid  members  insure  rigidity, 
''^/eliminate  unsightly  waves  and  buckling,  and 
positively  prevent  sagging  and  the  resultant  glass 
breakage. 

I  A  \  Especially  beveled  shapes  permit  of  adjusting 
\  I  the  fronts  to  any  angle,  without  changing  the 
style  of  the  various  members. 

\  Glass-setting  mouldings  (patent  applied  for) 
V  /  are  self-adjustable  to  any  thickness  of  glass, 
with  plenty  of  excess  rabbet  space,  making  for  a 
perfectly  air-tight,  water-proof  and  dust-proof  con¬ 
tact. 

Screws  are  applied  from  the  inside,  but  may 
be  applied  from  the  street  side,  if  necessary. 
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m  Glass  may  be  easily  tightened  by  merely 
turning  down  the  screws  which  hold  the  mem¬ 
bers  in  place. 

/  O  \  Sub-frame  so  designed  as  to  take  your  choice 
V  I  of  our  large  variety  of  stock  glass-setting 
mouldings. 

(9)  Greatly  simplified  drainage  system. 

/  1A  \  Cornice  is  adjustable  to  any  awning  bar 
V  I  construction  of  standard  make. 

(I  I  \  Awning  bar  feature  (patent  applied  for) 
/  permits  of  automatically  concealing  and 
protecting  the  entire  awning,  greatly  adding  to 
the  appearance  of  the  front  when  the  awning  is 
not  in  use.  This  feature  is  applicable  to  nearly 
every  type  of  awning  mechanism. 

/  I  O  \  Future  alterations  are  inexpensive,  as  the 
V  #  corner  construction,  cornice,  transom  bar, 
etc.,  all  are  adjustable. 

f  I  O  \  Easily  erected,  due  to  the  adjustability  of 
\  I  the  entire  construction,  and  the  scientific 
interlocking  of  all  members. 

f  14^  May  be  finished  in  any  natural  polished  or 
*  /  electro-plated  finish,  including  genuine 

chromium. 


"Permit  us  to  compliment  you  on  the  beauty  of 
the  work  (Will  Sales  Store),  the  prompt  delivery, 
and  general  execution  and  service  rendered." 

SANDERS  &  WEINEDEL. 


The  Newman  Manufacturing  Co. 


CINCINNATI.  OHIO 

Branches:  Chicago  and  New  York  City 
Representatives  in  84  U.  S.  Cities 
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NEWMANCO  SOLID  METAL  STOREFRONTS 


Exclusive  Features 


NEWMANCO  Glass-Setting  Construction  (pat¬ 
ent  applied  for)  involves  the  use  of  l/g-inch 
thick  extruded  metal  mouldings  tor  framing 
the  plate  glass.  These  members  are  rigid  and 
without  waves  or  sand  holes.  They  interlock  for 
greater  strength  and  better  protection. 

By  an  ingenious  planning  of  the  extrusion  dies, 
all  of  our  glass-setting  mouldings  are  practically 
self-adjusting,  in  that  they  are  readily  fitted  to  any 
thickness  of  glass.  And  they  have  a  sufficient 
allowance  in  the  rabbet  for  variations  in  the  glass 
measurement. 

In  all  respects  we  have  evolved  a  simple  and 
convenient  method  of  installation,  which  is  sturdy 
and  100%  dependable,  eliminating  entirely  sagging 


and  the  attendant  danger  of  breaking  expensive 
panes  of  plate  glass. 

By  merely  turning  down  the  screws  which  hold 
the  mouldings  in  place,  the  glass  can  be  tightened 
in  the  rabbet.  All  our  sub-frames  are  so  devised 
that  they  will  take  your  selection  of  a  dozen  differ¬ 
ent  stock  design  glass-setting  mouldings,  for  which 
we  own  and  control  the  dies. 

The  Newmanco  Awning  Bar  Feature  (patent  ap¬ 
plied  for)  is  an  entirely  practicable  means  of  con¬ 
cealing  and  protecting  the  awning  when  not  in  use. 
The  only  visible  sign  of  an  awning  is  the  spindle 
arm,  tor  when  rolled  up  the  front  bar  is  hidden 
behind  the  hinged  panel  in  the  frieze  of  the  cornice 
section. 


Designing  Service 


Builders  and  architects  alike  are  finding  our 
Layout  Service  exceedingly  helpful.  Given  the 
necessary  measurements  and  a  rough  sketch  of 
the  front  elevation  of  the  store,  our  draftsmen  will 
detail  the  entire  front  and  offer  suggestions  for 

"We  compliment  you  on  the  splendid  detail  and 
fine  execution  of  the  bronze  store  front  and  en¬ 
trance  for  the  Harrington  Jewelry  Store." 

THE  F.  &  Y.  CONSTRUCTION  CO. 

"We  are  well  satisfied  with  the  bronze  store 
fronts  as  installed  by  you  at  the  Smith  Building  and 
the  Berger  Building." 

HUDSON  &  HUDSON. 


alternates,  besides  working  up  the  specifications 
and  estimates  of  cost. 

Avail  yourself  of  this  helpful  service.  THERE 
ARE  POSITIVELY  NEITHER  FEES  NOR  OBLIGA¬ 
TIONS  INVOLVED. 

"We  are  pleased  to  advise  that  the  bronze  front 
for  our  new  building  is  entirely  satisfactory  in  every 
manner." 

JEFFERSON  ELECTRIC  CO. 

"We  are  pleased  to  state  that  the  bronze  work 
furnished  by  you  for  the  store  of  the  Louis  Appel 
Company  was  executed  in  a  very  satisfactory 
manner." 

JOSEPH  &  JOSEPH. 


Suggested  Specifications 


^ri^pn  A|  — (a)  All  bronze  work  under  this  contract 
*  shall  be  fabricated  by  an  actual  manu¬ 
facturer  specializing  and  regularly  engaging  in  the  produc¬ 
tion  of  highest  grade  ornamental  metal  installations,  such  as 
The  Newman  Manufacturing  Company  of  Cincinnati,  Ohio, 
(b)  All  work  shall  be  manufactured  and  erected  under  the 
personal  supervision  of  the  Architect,  and  shall  be  subject  to 
his  final  inspection  and  approval. 

DRAWINGS  —Complete  shop  drawings 

all  work  must  be  submitted  to  the  Architect  for  his  approval 
in  writing,  and  must  clearly  show  the  thickness  of  metal, 
contours  of  mouldings  and  details  of  ornamentations,  and 
methods  of  joining  and  erecting. 

PIKJI^WIMG  — Unless  hand-chased,  all  exposed 
I  IINIOnilN  •  surfaces  must  be  treated  with  success¬ 
ive  rubbings  of  fine  emery,  working  with  the  grain  of  the 
metal,  to  produce  a  rich  satin  burnish. 

(b)  Samples  of  finishes  shall  be  submitted  as  required  by  the 
Architect,  and  the  approved  finish  is  to  be  accurately 
matched. 

(c)  All  exposed  surfaces  are  to  be  tiioroughly  coated  with 
clear  lacquer  or  oil,  to  resist  tarnishing. 


WORKMANSHIP  true  to  a 

hairline,  and  mifers  rrsusi  be 
positively  accurate.  No  screws  or  bolts  are  to  show  unless 
necessary, 

GLAZING.  — Glass  Is  to  be  furnished  and  installed 

by  the  Glazing  Contractor,  necessary 
metal  mouldings  to  be  furnished  by  the  Ornamental  Bronze 
Contractor  wherever  shown  in  the  plans. 

EXTRUDED  AND  DRAWN  WORK. 

(a)  All  plain  parts  and  straight  runs  of  mouldings,  pilasters, 
cornices,  window  frames  and  sashes,  and  similar  work,  shall 
be  of  extruded  shapes  or  drawn  mouldings,  not  less  than 
l/a  inch  in  thickneess. 

(b)  All  ornamental  portions  of  the  work  too  complicated  in 
design  or  construction  to  be  extruded  or  drawn,  shall  be  cast 
in  metal  of  exactly  the  same  color  as  the  extruded  metal 
(except  such  parts  as  are  to  be  electro-plated  or  so  treated 
otherwise  that  the  color  of  the  natural  metal  is  unimportant). 
Where  ornaments  form  part  of  a  member,  the  remainder  of 
which  is  plain,  the  main  portion  may  be  of  extruded  or  cast 
sections,  with  the  ornamental  parts  cast  and  applied  invisibly 
from  the  rear  with  bronze  machine  screws. 

(c)  Extruded  bronze  work  used  In  combination  with  cast  or 
hollow  bronze  work  must  exactly  match  in  color. 


NEWMANCO  SOLID  METAL  STOREFRONTS 
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CAST  METAL  WORK.-w,,^' 

mixed  in  the  proper  proportions  to  produce  the  color  ap¬ 
proved  by  the  Architect.  Only  pure  virgin  metals  shall  be 
used,  and  not  scrap  or  seconds. 

(b)  All  ornamental  cast  work  shall  be  moulded  in  the  finest 
of  French  sand,  bound  and  baked,  to  produce  sharp  and 
clean  lines.  Patterns  shall  be  expertly  and  artistically  mod¬ 
eled,  and  where  undercutting  is  required,  face  cores  must 
be  provided. 

(c)  Photographs  of  all  completed  models  must  be  submitted 
to  the  Architect  for  his  approval  in  writing. 

(d)  Castings  must  be  free  from  pits  and  all  other  imperfec¬ 
tions  whatsoever. 

(e)  All  cast  work  must  be  delicately  hand-chased  wherever 
necessary  to  exactly  conform  with  the  approved  models.  All 
lines  shall  be  sharp,  profiles  accurate,  and  ornamentations 
true  to  pattern,  artistically  reproducing  the  models  in  every 
detail. 

AWNING  ENCLOSURE.X' 

the  awning  bar 

recess  shall  be  constructed  of  extruded  or  drawn  metal  not 
less  than  I/b  inch  in  thickness,  with  cast  ornamentations 
applied  as  required. 


(b)  The  frieze  plate  of  the  awning  bar  recess  is  to  be 
equipped  with  a  continuous  bronze  socket-type  hinge,  and 
this  hinged  plate  is  to  close  and  open  automatically  with  the 
lowering  and  raising  of  the  spindle  or  outrigger  arms.  When 
in  a  closed  position  the  frieze  plate  must  be  perfectly  tight 
and  exactly  vertical.  When  in  an  open  or  extended  position 
the  frieze  plate  must  so  operate  that  it  does  not  touch  the 
awning,  but  must  allow  a  clearance  of  approximately  l/j  Inch 
between  awning  and  frieze  plate,  to  eliminate  wear  and  tear 
on  the  awning. 

(c)  The  awning  bar  recess  or  enclosure  is  to  be  complete, 
including  the  self-locking  gear  boxes,  and  the  idler  ends  at 
the  opposite  sides,  also  awning  roll  and  front  bar,  and  the 
spindle  arms  (or  outrigger  arms,  depending  on  the  height  of 
the  awning  bar  from  the  sidewalk),  and  the  copper  drip  pan 
in  the  interior  of  the  enclosure  with  sufficient  weep  holes, 
and  also  the  crank  case,  crank  handle  and  necessary  universal 
connections  for  the  operation  of  the  awning  bar. 

(d)  This  contractor  shall  provide  the  necessary  attachments 
for  fastening  the  awning  cloth  to  the  awning  bar. 

(e)  The  awning  cloth  is  not  to  be  furnished  under  this  con¬ 
tract. 

(f)  All  of  the  above  to  be  as  manufactured  by  The  Newman 
Manufacturing  Go.  of  Cincinnati,  O. 
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DETAILS  OF  TYPE  A  NEWMANCO  BRONZE  STOREFRONT 
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DETAILS  OF  TYPE  B  NEWMANCO  BRONZE  STOREFRONT 

Scale:  i"  —  I ' 
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DETAILS  OF  NEWMANCO  GLASS-SETTING  MOULDINGS 

Patents  applied  for.  Scale :  3  %  I '  O" 
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DETAILS  OF  OUTRIGGER  TYPE  AWNING  BAR 

Patents  applied  for.  Scale :  3  %  "  =  I '  O" 
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DETAILS  OF  HOOD  TYPE  F  NEWMANCO  AWNING  BAR 

Patents  applied  for. 
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DETAILS  OF  HOOD  TYPE  H  NEWMANCO  AWNING  BAR 

Patents  applied  for.  (See  page  16.) 
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DETAILS  OF  ENCLOSED  TYPE  G  NEWMANCO  AWNING  BAR 

Patents  applied  for. 
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DETAILS  OF  ENCLOSED  TYPE  E  NEWMANCO  AWNING  BAR 

Patents  applied  for. 
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"So  many  favorable  comments  have  been  made 
on  your  bronze  work  in  the  Fintex  Store  front  on 
Fifth  Avenue,  that  we  feel  like  ‘passing  the  word 

I  III 

along. 

MARKS  &  KANN. 


1.  FINTEX  CLOTHES  SHOP.  Pittsburgh,  Pa. 

Marks  &  Kann,  Architects 

2.  HOWER  COMPANY.  Akron,  Ohio 

Typical  Newmanco  Bronze  Front 

3.  JEFFERSON  ELECTRIC  CO..  Roanoke,  Va. 

Robert  M.  Allen,  Architect 


3 

4.  HARRINGTON  COMPANY,  Columbus,  O. 

The  F.  &  Y.  Construction  Co. 

5.  WALDORF  RESTAURANT,  Albany,  N.  Y. 

Newman  Extruded  Bronze  Front 

6.  CUTLER  SHOE  STORE.  Chicago,  III. 

Edw.  P.  Steinberg,  Architect 

7.  LOUIS  APPEL  CO.,  Louisville,  Ky. 

Joseph  &  Joseph,  Architects 

8.  RUBIN'S  DEPARTMENT  STORE,  Waukegan,  III. 

Oman  &  Lilienthal,  Architects 

9.  VERNOR'S  GINGER  ALE  STORE.  Buffalo,  N.  Y. 

Frank  E.  Hill,  Architect 
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GENERAL  DATA  ON  NEWMANCO  AWNING  BARS 

Patents  applied  for. 
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GENERAL  DATA  ON  NEWMANCO  AWNING  BARS 

Patents  applied  for. 
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P&TtKjT<>  fcpput-D  Foil 


DETAILS  OF  CANOPY  TYPE  H  AWNING  BAR 

Patents  applied  for.  (See  page  9.) 
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DETAILS  OF  NEWMANCO  BRACKET  ARMS 
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SCALE  DETAILS  OF  NEWMANCO  SPINDLE  ARMS 
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DETAILS  OF  ASSEMBLED  AWNING  MECHANISM 

Scale:  3%"=I'0" 
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DETAILS  OF  NEWMANCO  CORNICES  AND  MOULDINGS 
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PILASTER  CAPS  AND  BASES  FOR  NEWMANCO  STOREFRONTS 
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CRESTINGS  FOR  NEWMANCO  STOREFRONTS 
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10.  HOFFMAN-GREEN  CO..  Springfield,  O. 

The  F.  &  Y.  Construction  Co. 

11.  WILL  SALES  STORE,  Louisville,  Ky. 

Sanders  &  Weinedol,  Architects 

12.  BON  MARCHE  STORE,  Grand  Rapids,  Mich. 

A.  M.  Strauss,  Architect 

"The  quality  and  workmanship  throughout  (on 
Rubin's  Department  Store)  have  exceeded  our  fond¬ 
est  expectations,  and  we  can  strongly  recommend 
your  craftsmanship  to  anybody  interested  in  the 
finest  store  fronts." 

OMAN  &  LILIENTHAL. 
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AVERY  LIDRAR 


